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SPOT LIGHT
High Efficiency,energy saving ,Long lifetime,Bring better life for family.
Professional quality first-class, do allow customers.
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High Efficiency,energy saving ,Long lifetime,Bring better life for family.
Professional quality first-class, do allow customers.


SPOT LIGHT


Lighting Art, Energy-Saving Technology


LD51006 LD51026


Material:High grade stainless steel/Solid copper/
aluminium body
Input Voltage:AC230V / DC12V 
Lamp Holder:2×GU10 35W Max / 2×MR16 20W Max
Not supplied with led lamps
IP Rating:IP65


Up/down Fixed Spot Light


Black SilverWhite Titanium 
Coloured


Silver 
Coloured


Stainless 
Steel


Copper


68mm 210mm


φ60mm


22mm


RoHS
IP
65
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High Efficiency,energy saving ,Long lifetime,Bring better life for family.
Professional quality first-class, do allow customers.


SPOT LIGHT


Lighting Art, Energy-Saving Technology


LD51006 LD51026


Material:High grade stainless steel/Solid copper/
aluminium body
Input Voltage:AC230V / DC12V 
Lamp Holder:2×GU10 35W Max / 2×MR16 20W Max
Not supplied with led lamps
IP Rating:IP65


Up/down Fixed Spot Light


Black SilverWhite Titanium 
Coloured
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LD51206 LD51226


Black SilverWhite Titanium 
Coloured


Silver 
Coloured


Stainless 
Steel


Copper


LD51106 LD51126


Black SilverWhite Titanium 
Coloured


Silver 
Coloured


Stainless 
Steel


Copper


Material:High grade stainless steel/Solid copper/
aluminium body
Input Voltage:AC230V / DC12V
Lamp Holder:1×GU10 35W Max / 1×MR16 20W Max
Not supplied with led lamps
IP Rating:IP65


Single Fixed Spot Light


07


68mm


110mm


φ60mm


85mm


22mm


125mm


Material:High grade stainless steel/Solid copper/
aluminium body
Rotation:90°Tilt & 270°Swivel
Input Voltage: AC230V / DC12V
Lamp Holder:1×GU10 35W Max / 1×MR16 20W Max
Not supplied with led lamps
IP Rating:IP65


Single Adjustable Spot Light φ60mm


φ68mm


174mm


110mm


90°


SPOT LIGHT
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LD51206 LD51226


Black SilverWhite Titanium 
Coloured


Silver 
Coloured


Stainless 
Steel


Copper


LD51106 LD51126


Black SilverWhite Titanium 
Coloured


Silver 
Coloured


Stainless 
Steel


Copper


Material:High grade stainless steel/Solid copper/
aluminium body
Input Voltage:AC230V / DC12V
Lamp Holder:1×GU10 35W Max / 1×MR16 20W Max
Not supplied with led lamps
IP Rating:IP65


Single Fixed Spot Light


07


68mm


110mm


φ60mm


85mm


22mm


125mm


Material:High grade stainless steel/Solid copper/
aluminium body
Rotation:90°Tilt & 270°Swivel
Input Voltage: AC230V / DC12V
Lamp Holder:1×GU10 35W Max / 1×MR16 20W Max
Not supplied with led lamps
IP Rating:IP65


Single Adjustable Spot Light φ60mm


φ68mm


174mm


110mm


90°


SPOT LIGHT







LD54001


LD54001


Two Single Adjustable 
Parallel Spot Light
Material:Aluminium body
Rotation:90°Tilt & 270°Swivel
Input Voltage:AC230V / DC12V
Lamp Holder:2×GU10 35W Max / 2×MR16 20W Max
Not supplied with led lamps
IP Rating:IP65


LD51306


LD51326


Material:High grade stainless steel/Solid copper/
aluminium body
Rotation:90°Tilt & 270°Swivel
Input Voltage:AC230V / DC12V
Lamp Holder:2×GU10 35W Max / 2×MR16 20W Max
Not supplied with led lamps
IP Rating:IP65


Double Adjustable Spot Light


110mm


174mm


φ100mm


φ60mm φ60mm


90° 90°
110mm


25mm


180mm


φ350mm


φ60mm φ60mm


90°
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LD54001


LD54001


Two Single Adjustable 
Parallel Spot Light
Material:Aluminium body
Rotation:90°Tilt & 270°Swivel
Input Voltage:AC230V / DC12V
Lamp Holder:2×GU10 35W Max / 2×MR16 20W Max
Not supplied with led lamps
IP Rating:IP65


LD51306


LD51326


Material:High grade stainless steel/Solid copper/
aluminium body
Rotation:90°Tilt & 270°Swivel
Input Voltage:AC230V / DC12V
Lamp Holder:2×GU10 35W Max / 2×MR16 20W Max
Not supplied with led lamps
IP Rating:IP65


Double Adjustable Spot Light


110mm


174mm
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φ60mm φ60mm


90° 90°
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LD54004


LD54004


Four Single Adjustable 
Square Spot Light
Material:Aluminium body
Rotation:90°Tilt & 270°Swivel
Input Voltage:AC230V / DC12V
Lamp Holder:4×GU10 35W Max / 4×MR16 20W Max
Not supplied with led lamps
IP Rating:IP65


LD54002


LD54002


Three Single Adjustable 
Parallel Spot Light
Material:Aluminium body
Rotation:90°Tilt & 270°Swivel
Input Voltage:AC230V / DC12V
Lamp Holder:3×GU10 35W Max / 3×MR16 20W Max
Not supplied with led lamps
IP Rating:IP65


550mm
25mm


180mm
110mm


φ60mm


90°


250mm


250mm
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φ60mm


RoHS
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SPOT LIGHT SPOT LIGHT


Black SilverWhite Titanium 
Coloured


Silver 
Coloured
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Coloured


Silver 
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LD54004


LD54004


Four Single Adjustable 
Square Spot Light
Material:Aluminium body
Rotation:90°Tilt & 270°Swivel
Input Voltage:AC230V / DC12V
Lamp Holder:4×GU10 35W Max / 4×MR16 20W Max
Not supplied with led lamps
IP Rating:IP65


LD54002


LD54002


Three Single Adjustable 
Parallel Spot Light
Material:Aluminium body
Rotation:90°Tilt & 270°Swivel
Input Voltage:AC230V / DC12V
Lamp Holder:3×GU10 35W Max / 3×MR16 20W Max
Not supplied with led lamps
IP Rating:IP65
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SPOT LIGHT SPOT LIGHT
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LD54003


LD54003


Four Single Adjustable 
Parallel Spot Light
Material:Aluminium body
Rotation:90°Tilt & 270°Swivel
Input Voltage:AC230V / DC12V
Lamp Holder:4×GU10 35W Max / 4×MR16 20W Max
Not supplied with led lamps
IP Rating:IP65


750mm
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90°


RoHS
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High Efficiency,energy saving ,Long lifetime,Bring better life for family.
Professional quality first-class, do allow customers.


SPOT LIGHT


SPOT LIGHT


Black SilverWhite Titanium 
Coloured


Silver 
Coloured







LD54003


LD54003


Four Single Adjustable 
Parallel Spot Light
Material:Aluminium body
Rotation:90°Tilt & 270°Swivel
Input Voltage:AC230V / DC12V
Lamp Holder:4×GU10 35W Max / 4×MR16 20W Max
Not supplied with led lamps
IP Rating:IP65
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High Efficiency,energy saving ,Long lifetime,Bring better life for family.
Professional quality first-class, do allow customers.


SPOT LIGHT


SPOT LIGHT
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Coloured


Silver 
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SPIKE LIGHT
High Efficiency,energy saving ,Long lifetime,Bring better life for family.
Professional quality first-class, do allow customers.
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Larger Light Smaller Light


LD51408


Material:Aluminium body with optical Lens
Power:1×CREE 10W
Input Voltage:DC12V
Spike Length (H):2×238mm
IP Rating:IP65


Single Adjustable Spike Spotlight


107mm


650mm238mm


238mm


φ64mm


A
B


Focus Adjustable
A-Beam Angle 8°-30°
B-Beam Angle 45°-60°


Lighting Art, Energy-Saving Technology


High Efficiency,energy saving ,Long lifetime,Bring better life for 
family.Professional quality first-class, do allow customers.
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Larger Light Smaller Light


LD51408


Material:Aluminium body with optical Lens
Power:1×CREE 10W
Input Voltage:DC12V
Spike Length (H):2×238mm
IP Rating:IP65


Single Adjustable Spike Spotlight


107mm


650mm238mm


238mm


φ64mm


A
B


Focus Adjustable
A-Beam Angle 8°-30°
B-Beam Angle 45°-60°


Lighting Art, Energy-Saving Technology


High Efficiency,energy saving ,Long lifetime,Bring better life for 
family.Professional quality first-class, do allow customers.


SPIKE LIGHT







LD51401 LD51421 LD51409 LD51427


Material:Aluminum body with tempered clear glass
Rotation:90°Tilt & 270°Swivel
Lamper Holder:1×MR16 20W Max
Input Voltage:DC12V
Not supplied with led lamps
Spike Length (H):2×238/1×238mm
Match with 2m reinforced cable
IP Rating:IP65


Single Adjustable Spike Spotlight
86mm


626mm


238mm


238mm


φ63mm
90°


110mm


394mm


285mm


φ60mm
90°


LD51466 LD51486 LD51403 LD51423


Material:Aluminum body with tempered clear glass
Rotation:90°Tilt & 270°Swivel
Lamper Holder:1×MR16 20W Max
Input Voltage:DC12V
Not supplied with led lamps
Spike Length (H):2×238/1000mm
Match with 2m reinforced cable
IP Rating:IP65


Single Adjustable Spike Spotlight
110mm


626mm
238mm


238mm


φ60mm90°


1000mm


600mm


180mm


110mm


400mm


φ60mm


90°
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SPIKE LIGHT SPIKE LIGHT







LD51401 LD51421 LD51409 LD51427


Material:Aluminum body with tempered clear glass
Rotation:90°Tilt & 270°Swivel
Lamper Holder:1×MR16 20W Max
Input Voltage:DC12V
Not supplied with led lamps
Spike Length (H):2×238/1×238mm
Match with 2m reinforced cable
IP Rating:IP65


Single Adjustable Spike Spotlight
86mm


626mm


238mm


238mm


φ63mm
90°


110mm


394mm


285mm


φ60mm
90°


LD51466 LD51486 LD51403 LD51423


Material:Aluminum body with tempered clear glass
Rotation:90°Tilt & 270°Swivel
Lamper Holder:1×MR16 20W Max
Input Voltage:DC12V
Not supplied with led lamps
Spike Length (H):2×238/1000mm
Match with 2m reinforced cable
IP Rating:IP65


Single Adjustable Spike Spotlight
110mm


626mm
238mm


238mm


φ60mm90°


1000mm


600mm


180mm


110mm


400mm
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90°


RoHS
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LD51405 LD51425


Material:Aluminum body with tempered clear glass
Rotation:90°Tilt & 270°Swivel
Lamper Holder:2×MR16 20W Max
Input Voltage:DC12V
Not supplied with led lamps
Spike Length (H):1000mm
Match with 2m reinforced cable
IP Rating:IP65


Double Adjustable Spike Spotlight


1000mm


340mm


110mm


400mm


600mm


φ60mm


90°
90°


RoHS
IP
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High Efficiency,energy saving ,Long lifetime,Bring better life for family.
Professional quality first-class, do allow customers.


SPIKE LIGHT


Lighting Art, Energy-Saving Technology


SPIKE LIGHT







LD51405 LD51425


Material:Aluminum body with tempered clear glass
Rotation:90°Tilt & 270°Swivel
Lamper Holder:2×MR16 20W Max
Input Voltage:DC12V
Not supplied with led lamps
Spike Length (H):1000mm
Match with 2m reinforced cable
IP Rating:IP65


Double Adjustable Spike Spotlight


1000mm


340mm


110mm


400mm


600mm


φ60mm


90°
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High Efficiency,energy saving ,Long lifetime,Bring better life for family.
Professional quality first-class, do allow customers.


SPIKE LIGHT


Lighting Art, Energy-Saving Technology


SPIKE LIGHT







WALL LIGHT
High Efficiency,energy saving ,Long lifetime,Bring better life for family.
Professional quality first-class, do allow customers.
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Energy-Saving Technology







WALL LIGHT
High Efficiency,energy saving ,Long lifetime,Bring better life for family.
Professional quality first-class, do allow customers.


Lighting Art
Energy-Saving Technology







67mm


62mm


103mm


62mm


114mm


63mm


LD55002LD55001 LD55003


LED step light with tempered glass
Material:High grade brass
IP Rating:IP54


Description


34mm


62mm


55mm


RoHS
IP
54
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High Efficiency,energy saving ,Long lifetime,Bring better life for family.
Professional quality first-class, do allow customers.


WALL LIGHT


Lighting Art, Energy-Saving Technology


  Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD55001 3W Cree DC12V ≥0.5 160lm 3000K/4000K/6000K ≥80


LD55002 7W 18pcs SMD2835 DC12V ≥0.5 240lm 3000K/4000K/6000K ≥80


LD55003 7W 18pcs SMD2835 DC12V ≥0.5 240lm 3000K/4000K/6000K ≥80







67mm


62mm


103mm


62mm


114mm


63mm


LD55002LD55001 LD55003


LED step light with tempered glass
Material:High grade brass
IP Rating:IP54


Description
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High Efficiency,energy saving ,Long lifetime,Bring better life for family.
Professional quality first-class, do allow customers.


WALL LIGHT


Lighting Art, Energy-Saving Technology


  Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD55001 3W Cree DC12V ≥0.5 160lm 3000K/4000K/6000K ≥80


LD55002 7W 18pcs SMD2835 DC12V ≥0.5 240lm 3000K/4000K/6000K ≥80


LD55003 7W 18pcs SMD2835 DC12V ≥0.5 240lm 3000K/4000K/6000K ≥80







LED wall light with frosted PC cover
Material:Aluminium body
Power coated with pretreatment for outdoor use
Isolated IC driver included
IP Rating:IP54


Description


LD55021 LD55022


  Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD55021 4×3W 24pcs SMD2835 AC220-240V ≥0.5 400lm 3000K/4000K/6000K ≥80


LD55022 2×4.5W 20pcs SMD2835 AC220-240V ≥0.5 350lm 3000K/4000K/6000K ≥80


160mm


160mm
48mm


200mm


110mm
53mm


RoHS
IP
54


SAA
501496
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Lighting Art, Energy-Saving Technology
WALL LIGHT







  Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD55031 6W 30pcs SMD2835 AC220-240V ≥0.5 280lm 3000K/4000K/6000K ≥80


LD55032 6W 30pcs SMD2835 AC220-240V ≥0.5 280lm 3000K/4000K/6000K ≥80


  Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD55041 6W 12pcs SMD2835 AC220-240V ≥0.5 400lm 3000K/4000K/6000K ≥80


LD55042 9W 20pcs SMD2835 AC220-240V ≥0.5 700lm 3000K/4000K/6000K ≥80


LED wall light with Tempered glass
Material:Aluminium body
Power coated with pretreatment for outdoor use
Isolated IC driver included
IP Rating:IP54


Description


LD55041 LD55042


LED wall light with frosted PC cover
Material:Aluminium body
Power coated with pretreatment for outdoor use
Isolated IC driver included
IP Rating:IP54


Description


LD55031 LD55032


150mm
50mm


150mm


150mm


50mm


90mm


65mm


65mm


65mm


71mm


65mm


RoHS
IP
54
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LED wall light with frosted PC cover
Material:Aluminium body
Power coated with pretreatment for outdoor use
Isolated IC driver included
IP Rating:IP54


Description


LD55021 LD55022


  Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD55021 4×3W 24pcs SMD2835 AC220-240V ≥0.5 400lm 3000K/4000K/6000K ≥80


LD55022 2×4.5W 20pcs SMD2835 AC220-240V ≥0.5 350lm 3000K/4000K/6000K ≥80


160mm


160mm
48mm


200mm


110mm
53mm


RoHS
IP
54
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Lighting Art, Energy-Saving Technology
WALL LIGHT







  Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD55031 6W 30pcs SMD2835 AC220-240V ≥0.5 280lm 3000K/4000K/6000K ≥80


LD55032 6W 30pcs SMD2835 AC220-240V ≥0.5 280lm 3000K/4000K/6000K ≥80


  Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD55041 6W 12pcs SMD2835 AC220-240V ≥0.5 400lm 3000K/4000K/6000K ≥80


LD55042 9W 20pcs SMD2835 AC220-240V ≥0.5 700lm 3000K/4000K/6000K ≥80


LED wall light with Tempered glass
Material:Aluminium body
Power coated with pretreatment for outdoor use
Isolated IC driver included
IP Rating:IP54


Description


LD55041 LD55042


LED wall light with frosted PC cover
Material:Aluminium body
Power coated with pretreatment for outdoor use
Isolated IC driver included
IP Rating:IP54


Description


LD55031 LD55032


150mm
50mm


150mm


150mm


50mm


90mm


65mm


65mm
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71mm


65mm
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WALL LIGHT WALL LIGHT







LD55062LD55061 LD55063


LED wall light with Tempered glass
Material:Aluminium body
Power coated with pretreatment for outdoor use
Isolated IC driver included
IP Rating:IP54


Description


LD55051 LD55052


211mm


71mm


74mm


150mm


150mm


65mm


152mm


99mm


65mm


152mm


65mm


99mm


152mm


65mm


99mm


RoHS
IP
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54


SAA
501496


3231


LED wall light with Tempered glass
Material:Aluminium body
Power coated with pretreatment for outdoor use
Isolated IC driver included
IP Rating:IP54


Description


  Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD55051 1×3W Cree AC220-240V ≥0.5 150lm 3000K/4000K/6000K ≥80


LD55052 1×3W Cree AC220-240V ≥0.5 150lm 3000K/4000K/6000K ≥80


  Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD55061 2×3W Cree AC220-240V ≥0.5 250lm 3000K/4000K/6000K ≥80


LD55062 1×3W Cree AC220-240V ≥0.5 120lm 3000K/4000K/6000K ≥80


LD55063 2×3W Cree AC220-240V ≥0.5 250lm 3000K/4000K/6000K ≥80


WALL LIGHT WALL LIGHT







LD55062LD55061 LD55063


LED wall light with Tempered glass
Material:Aluminium body
Power coated with pretreatment for outdoor use
Isolated IC driver included
IP Rating:IP54


Description


LD55051 LD55052


211mm


71mm


74mm


150mm


150mm
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152mm
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LED wall light with Tempered glass
Material:Aluminium body
Power coated with pretreatment for outdoor use
Isolated IC driver included
IP Rating:IP54


Description


  Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD55051 1×3W Cree AC220-240V ≥0.5 150lm 3000K/4000K/6000K ≥80


LD55052 1×3W Cree AC220-240V ≥0.5 150lm 3000K/4000K/6000K ≥80


  Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD55061 2×3W Cree AC220-240V ≥0.5 250lm 3000K/4000K/6000K ≥80


LD55062 1×3W Cree AC220-240V ≥0.5 120lm 3000K/4000K/6000K ≥80


LD55063 2×3W Cree AC220-240V ≥0.5 250lm 3000K/4000K/6000K ≥80


WALL LIGHT WALL LIGHT







LD55072LD55071 LD55073


φ149mm
35mm


150mm


150mm


35mm


160mm
35mm


90mm


RoHS
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LED wall light with frosted PC cover
Material:Aluminium body
Power coated with pretreatment for outdoor use
Isolated IC driver included
IP Rating:IP54


Description


Lighting Art, Energy-Saving Technology


  Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD55071 4W 8pcs SMD2835 AC220-240V ≥0.5 160lm 3000K/4000K/6000K ≥80


LD55072 4W 8pcs SMD2835 AC220-240V ≥0.5 160lm 3000K/4000K/6000K ≥80


LD55073 6W 12pcs SMD2835 AC220-240V ≥0.5 220lm 3000K/4000K/6000K ≥80


WALL LIGHT







LD55072LD55071 LD55073


φ149mm
35mm


150mm


150mm


35mm


160mm
35mm


90mm


RoHS
IP
54


SAA
501496


34


LED wall light with frosted PC cover
Material:Aluminium body
Power coated with pretreatment for outdoor use
Isolated IC driver included
IP Rating:IP54


Description


Lighting Art, Energy-Saving Technology


  Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD55071 4W 8pcs SMD2835 AC220-240V ≥0.5 160lm 3000K/4000K/6000K ≥80


LD55072 4W 8pcs SMD2835 AC220-240V ≥0.5 160lm 3000K/4000K/6000K ≥80


LD55073 6W 12pcs SMD2835 AC220-240V ≥0.5 220lm 3000K/4000K/6000K ≥80


WALL LIGHT







LD55081


LD55082


LED wall light with Tempered glass
Material:Aluminium body
Power coated with pretreatment for outdoor use
Isolated IC driver included
IP Rating:IP54


Description


120mm


45mm


145mm


120mm


45mm


145mm


LD55091


LD55092


RoHS
IP
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LED wall light with Tempered glass
Material:Aluminium body
Power coated with pretreatment for outdoor use
Isolated IC driver included
IP Rating:IP54


Description


130mm


60mm


30mm


170mm


60mm


30mm


  Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD55081 5W COB AC220-240V ≥0.5 190lm 3000K/4000K/6000K ≥80


LD55082 10W COB AC220-240V ≥0.5 400lm 3000K/4000K/6000K ≥80


  Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD55091 3.5W 15pcs SMD2835 AC220-240V ≥0.5 200lm 3000K/4000K/6000K ≥80


LD55092 6W 23pcs SMD2835 AC220-240V ≥0.5 350lm 3000K/4000K/6000K ≥80


WALL LIGHT WALL LIGHT







LD55081


LD55082


LED wall light with Tempered glass
Material:Aluminium body
Power coated with pretreatment for outdoor use
Isolated IC driver included
IP Rating:IP54


Description


120mm


45mm


145mm


120mm


45mm


145mm


LD55091


LD55092


RoHS
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LED wall light with Tempered glass
Material:Aluminium body
Power coated with pretreatment for outdoor use
Isolated IC driver included
IP Rating:IP54


Description


130mm


60mm


30mm


170mm


60mm


30mm


  Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD55081 5W COB AC220-240V ≥0.5 190lm 3000K/4000K/6000K ≥80


LD55082 10W COB AC220-240V ≥0.5 400lm 3000K/4000K/6000K ≥80


  Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD55091 3.5W 15pcs SMD2835 AC220-240V ≥0.5 200lm 3000K/4000K/6000K ≥80


LD55092 6W 23pcs SMD2835 AC220-240V ≥0.5 350lm 3000K/4000K/6000K ≥80


WALL LIGHT WALL LIGHT







LD55142LD55141 LD55143


170mm


83mm


170mm


83mm 133mm


LD55102LD55101


LD55103 LD55104


175mm


76mm


28mm


115mm


76mm


28mm


LED wall light with Tempered glass 
Material:Aluminium body
Power coated with pretreatment for outdoor use
Isolated IC driver included
IP Rating:IP54


Description


RoHS
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LED wall light with Tempered glass
Material:Aluminium body
Power coated with pretreatment for outdoor use
Isolated IC driver included
IP Rating:IP54


Description


  Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD55141 2×3W Cree AC220-240V ≥0.5 150lm 3000K/4000K/6000K ≥80


LD55142 2×3W Cree AC220-240V ≥0.5 150lm 3000K/4000K/6000K ≥80


LD55143 6W 12pcs SMD2835 AC220-240V ≥0.5 400lm 3000K/4000K/6000K ≥80


  Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD55101 4W 10pcs SMD2835 AC220-240V ≥0.5 150lm 3000K/4000K/6000K ≥80


LD55102 2×3W 20pcs SMD2835 AC220-240V ≥0.5 190lm 3000K/4000K/6000K ≥80


LD55103 6W 15pcs SMD2835 AC220-240V ≥0.5 350lm 3000K/4000K/6000K ≥80


LD55104 2×5W 30pcs SMD2835 AC220-240V ≥0.5 640lm 3000K/4000K/6000K ≥80
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WALL LIGHT WALL LIGHT
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LED wall light with Tempered glass 
Material:Aluminium body
Power coated with pretreatment for outdoor use
Isolated IC driver included
IP Rating:IP54


Description
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LED wall light with Tempered glass
Material:Aluminium body
Power coated with pretreatment for outdoor use
Isolated IC driver included
IP Rating:IP54


Description


  Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD55141 2×3W Cree AC220-240V ≥0.5 150lm 3000K/4000K/6000K ≥80


LD55142 2×3W Cree AC220-240V ≥0.5 150lm 3000K/4000K/6000K ≥80


LD55143 6W 12pcs SMD2835 AC220-240V ≥0.5 400lm 3000K/4000K/6000K ≥80


  Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD55101 4W 10pcs SMD2835 AC220-240V ≥0.5 150lm 3000K/4000K/6000K ≥80


LD55102 2×3W 20pcs SMD2835 AC220-240V ≥0.5 190lm 3000K/4000K/6000K ≥80


LD55103 6W 15pcs SMD2835 AC220-240V ≥0.5 350lm 3000K/4000K/6000K ≥80


LD55104 2×5W 30pcs SMD2835 AC220-240V ≥0.5 640lm 3000K/4000K/6000K ≥80
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138mm 120mm


WALL LIGHT WALL LIGHT
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LD55111


Material:Aluminium body
Input Voltage:AC230V
Lamp Holder:1×GU10 35W Max
Power coated with pretreatment for outdoor use
Not supplied with led lamps
IP Rating:IP44


Description


90mm Adjustable


65mm
100mm


Lighting Art, Energy-Saving Technology


High Efficiency,energy saving ,Long lifetime,Bring better life for 
family.Professional quality first-class, do allow customers.


WALL LIGHT


WALL LIGHT
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LD55111


Material:Aluminium body
Input Voltage:AC230V
Lamp Holder:1×GU10 35W Max
Power coated with pretreatment for outdoor use
Not supplied with led lamps
IP Rating:IP44


Description


90mm Adjustable


65mm
100mm


Lighting Art, Energy-Saving Technology


High Efficiency,energy saving ,Long lifetime,Bring better life for 
family.Professional quality first-class, do allow customers.


WALL LIGHT


WALL LIGHT







LD55113LD55112


LD55114 LD55115


92mm


68mm 81mm
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68mm 81mm


92mm


68mm 81mm


150mm


68mm 81mm


LED wall light with Tempered glass
Material:Aluminium body
Power coated with pretreatment for outdoor use
Isolated IC driver included
IP Rating:IP54


Description


LD55121 LD55122
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Material:Aluminium body
Input Voltage: AC230V
LD55112, LD55114:1× GU10 Max 35W
LD55113, LD55115:2× GU10 Max 35W
Power coated with pretreatment for outdoor use
Not supplied with led lamps
IP Rating:IP44


Description


  Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD55121 2×3W High Power AC220-240V ≥0.5 160lm 3000K/4000K/6000K ≥80


LD55122 2×3W High Power AC220-240V ≥0.5 160lm 3000K/4000K/6000K ≥80


WALL LIGHT WALL LIGHT
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LED wall light with Tempered glass
Material:Aluminium body
Power coated with pretreatment for outdoor use
Isolated IC driver included
IP Rating:IP54


Description
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Material:Aluminium body
Input Voltage: AC230V
LD55112, LD55114:1× GU10 Max 35W
LD55113, LD55115:2× GU10 Max 35W
Power coated with pretreatment for outdoor use
Not supplied with led lamps
IP Rating:IP44


Description


  Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD55121 2×3W High Power AC220-240V ≥0.5 160lm 3000K/4000K/6000K ≥80


LD55122 2×3W High Power AC220-240V ≥0.5 160lm 3000K/4000K/6000K ≥80


WALL LIGHT WALL LIGHT







LD55175 LD55176


LED wall light with frosted PC cover 
Material:Aluminium body
Power coated with pretreatment for outdoor use
Isolated IC driver included
IP Rating:IP54


Description
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LED wall light with frosted PC cover
Material:Aluminium body
Power coated with pretreatment for outdoor use
Isolated IC driver included
IP Rating:IP54


Description


  Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD55171 10W 20pcs SMD2835 AC220-240V ≥0.5 300lm 3000K/4000K/6000K ≥80


LD55172 2×5W 40pcs SMD2835 AC220-240V ≥0.5 370lm 3000K/4000K/6000K ≥80


LD55173 12W 24pcs SMD2835 AC220-240V ≥0.5 400lm 3000K/4000K/6000K ≥80


LD55174 2×6W 48pcs SMD2835 AC220-240V ≥0.5 450lm 3000K/4000K/6000K ≥80


  Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD55175 14W 30pcs SMD2835 AC220-240V ≥0.5 500lm 3000K/4000K/6000K ≥80


LD55176 2×7W 60pcs SMD2835 AC220-240V ≥0.5 550lm 3000K/4000K/6000K ≥80
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LD55175 LD55176


LED wall light with frosted PC cover 
Material:Aluminium body
Power coated with pretreatment for outdoor use
Isolated IC driver included
IP Rating:IP54


Description
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LED wall light with frosted PC cover
Material:Aluminium body
Power coated with pretreatment for outdoor use
Isolated IC driver included
IP Rating:IP54


Description


  Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD55171 10W 20pcs SMD2835 AC220-240V ≥0.5 300lm 3000K/4000K/6000K ≥80


LD55172 2×5W 40pcs SMD2835 AC220-240V ≥0.5 370lm 3000K/4000K/6000K ≥80


LD55173 12W 24pcs SMD2835 AC220-240V ≥0.5 400lm 3000K/4000K/6000K ≥80


LD55174 2×6W 48pcs SMD2835 AC220-240V ≥0.5 450lm 3000K/4000K/6000K ≥80


  Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD55175 14W 30pcs SMD2835 AC220-240V ≥0.5 500lm 3000K/4000K/6000K ≥80


LD55176 2×7W 60pcs SMD2835 AC220-240V ≥0.5 550lm 3000K/4000K/6000K ≥80
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LED wall light with frosted PC cover
Material:Aluminium body
Power coated with pretreatment for outdoor use
Isolated IC driver included
IP Rating:IP54


Description


High Efficiency,energy saving ,Long lifetime,Bring better life for family.
Professional quality first-class, do allow customers.


WALL LIGHT


Lighting Art, Energy-Saving Technology


  Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD55241 12W 60pcs SMD2835 AC220-240V ≥0.5 670lm 3000K/4000K/6000K ≥80


LD55242 12W 60pcs SMD2835 AC220-240V ≥0.5 350lm 3000K/4000K/6000K ≥80


LD55243 12W 60pcs SMD2835 AC220-240V ≥0.5 390lm 3000K/4000K/6000K ≥80


WALL LIGHT
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LED wall light with frosted PC cover
Material:Aluminium body
Power coated with pretreatment for outdoor use
Isolated IC driver included
IP Rating:IP54


Description


High Efficiency,energy saving ,Long lifetime,Bring better life for family.
Professional quality first-class, do allow customers.


WALL LIGHT


Lighting Art, Energy-Saving Technology


  Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD55241 12W 60pcs SMD2835 AC220-240V ≥0.5 670lm 3000K/4000K/6000K ≥80


LD55242 12W 60pcs SMD2835 AC220-240V ≥0.5 350lm 3000K/4000K/6000K ≥80


LD55243 12W 60pcs SMD2835 AC220-240V ≥0.5 390lm 3000K/4000K/6000K ≥80


WALL LIGHT
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115mm


108mm 58mm


LED wall light with frosted PC cover
Material:Aluminium body
Power coated with pretreatment for outdoor use
Isolated IC driver included
IP Rating:IP54


Description
LED wall light with Tempered glass 
Material:Aluminium body
Power coated with pretreatment for outdoor use
Isolated IC driver included
IP Rating:IP54


Description


Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD56001/LD56002/LD56003 6/10/30W 30/33/72pcs SMD2835 AC220-240V ≥0.5 260/560/1000lm 3000K/4000K/6000K ≥80


LD56011/LD56012/LD56013 6/10/30W 30/33/72pcs SMD2835 AC220-240V ≥0.5 190/500/860lm 3000K/4000K/6000K ≥80


LD56021/LD56022 6/10W 30/33pcs SMD2835 AC220-240V ≥0.5 240/550lm 3000K/4000K/6000K ≥80


  Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD55191 3×1W High Power AC220-240V ≥0.5 280lm 3000K/4000K/6000K ≥80


LD55192 4×1W High Power AC220-240V ≥0.5 380lm 3000K/4000K/6000K ≥80


LD55193 7×1W High Power AC220-240V ≥0.5 630lm 3000K/4000K/6000K ≥80


LD55194 4×1W High Power AC220-240V ≥0.5 380lm 3000K/4000K/6000K ≥80
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LED wall light with frosted PC cover
Material:Aluminium body
Power coated with pretreatment for outdoor use
Isolated IC driver included
IP Rating:IP54


Description
LED wall light with Tempered glass 
Material:Aluminium body
Power coated with pretreatment for outdoor use
Isolated IC driver included
IP Rating:IP54


Description


Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD56001/LD56002/LD56003 6/10/30W 30/33/72pcs SMD2835 AC220-240V ≥0.5 260/560/1000lm 3000K/4000K/6000K ≥80


LD56011/LD56012/LD56013 6/10/30W 30/33/72pcs SMD2835 AC220-240V ≥0.5 190/500/860lm 3000K/4000K/6000K ≥80


LD56021/LD56022 6/10W 30/33pcs SMD2835 AC220-240V ≥0.5 240/550lm 3000K/4000K/6000K ≥80


  Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD55191 3×1W High Power AC220-240V ≥0.5 280lm 3000K/4000K/6000K ≥80


LD55192 4×1W High Power AC220-240V ≥0.5 380lm 3000K/4000K/6000K ≥80


LD55193 7×1W High Power AC220-240V ≥0.5 630lm 3000K/4000K/6000K ≥80


LD55194 4×1W High Power AC220-240V ≥0.5 380lm 3000K/4000K/6000K ≥80


WALL LIGHT WALL LIGHT







LED wall light with frosted PC cover
Material:Aluminium body
Power coated with pretreatment for outdoor use
Isolated IC driver included
IP Rating:IP54


Description


LD56031 LD56032


LD56072LD56071


LD56073 LD56074


LED wall light with frosted PC cover 
Material:Aluminium body
Power coated with pretreatment for outdoor use
Isolated IC driver included
IP Rating:IP54


Description
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  Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD56071 20W 40pcs SMD2835 AC220-240V ≥0.5 800lm 3000K/4000K/6000K ≥80


LD56072 20W 40pcs SMD2835 AC220-240V ≥0.5 700lm 3000K/4000K/6000K ≥80


LD56073 20W 40pcs SMD2835 AC220-240V ≥0.5 750lm 3000K/4000K/6000K ≥80


LD56074 20W 40pcs SMD2835 AC220-240V ≥0.5 750lm 3000K/4000K/6000K ≥80


  Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD56031 20W 96pcs SMD2835 AC220-240V ≥0.5 680lm 3000K/4000K/6000K ≥80


LD56032 20W 96pcs SMD2835 AC220-240V ≥0.5 680lm 3000K/4000K/6000K ≥80


WALL LIGHT WALL LIGHT







LED wall light with frosted PC cover
Material:Aluminium body
Power coated with pretreatment for outdoor use
Isolated IC driver included
IP Rating:IP54


Description


LD56031 LD56032


LD56072LD56071


LD56073 LD56074


LED wall light with frosted PC cover 
Material:Aluminium body
Power coated with pretreatment for outdoor use
Isolated IC driver included
IP Rating:IP54


Description
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  Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD56071 20W 40pcs SMD2835 AC220-240V ≥0.5 800lm 3000K/4000K/6000K ≥80


LD56072 20W 40pcs SMD2835 AC220-240V ≥0.5 700lm 3000K/4000K/6000K ≥80


LD56073 20W 40pcs SMD2835 AC220-240V ≥0.5 750lm 3000K/4000K/6000K ≥80


LD56074 20W 40pcs SMD2835 AC220-240V ≥0.5 750lm 3000K/4000K/6000K ≥80


  Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD56031 20W 96pcs SMD2835 AC220-240V ≥0.5 680lm 3000K/4000K/6000K ≥80


LD56032 20W 96pcs SMD2835 AC220-240V ≥0.5 680lm 3000K/4000K/6000K ≥80


WALL LIGHT WALL LIGHT







LD56121LD56111


LD56131 LD56141


LED wall light with frosted PC cover 
Material:Aluminium body
Power coated with pretreatment for outdoor use
Isolated IC driver included
IP Rating:IP54


Description
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High Efficiency,energy saving ,Long lifetime,Bring better life for family.
Professional quality first-class, do allow customers.


WALL LIGHT


Lighting Art, Energy-Saving Technology
WALL LIGHT


  Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD56111 10W 30pcs SMD2835 AC220-240V ≥0.5 800lm 3000K/4000K/6000K ≥80


LD56121 10W 30pcs SMD2835 AC220-240V ≥0.5 680lm 3000K/4000K/6000K ≥80


LD56131 10W 30pcs SMD2835 AC220-240V ≥0.5 800lm 3000K/4000K/6000K ≥80


LD56141 10W 30pcs SMD2835 AC220-240V ≥0.5 680lm 3000K/4000K/6000K ≥80







LD56121LD56111


LD56131 LD56141


LED wall light with frosted PC cover 
Material:Aluminium body
Power coated with pretreatment for outdoor use
Isolated IC driver included
IP Rating:IP54


Description
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High Efficiency,energy saving ,Long lifetime,Bring better life for family.
Professional quality first-class, do allow customers.


WALL LIGHT


Lighting Art, Energy-Saving Technology
WALL LIGHT


  Model Power LED Type Voltage PF Lumen Color Temperature Ra


LD56111 10W 30pcs SMD2835 AC220-240V ≥0.5 800lm 3000K/4000K/6000K ≥80


LD56121 10W 30pcs SMD2835 AC220-240V ≥0.5 680lm 3000K/4000K/6000K ≥80


LD56131 10W 30pcs SMD2835 AC220-240V ≥0.5 800lm 3000K/4000K/6000K ≥80


LD56141 10W 30pcs SMD2835 AC220-240V ≥0.5 680lm 3000K/4000K/6000K ≥80







INGROUND LIGHT
High Efficiency,energy saving ,Long lifetime,Bring better life for family.
Professional quality first-class, do allow customers. Lighting Art


Energy-Saving Technology







INGROUND LIGHT
High Efficiency,energy saving ,Long lifetime,Bring better life for family.
Professional quality first-class, do allow customers. Lighting Art


Energy-Saving Technology
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5655


Material:Stainless steel marine grade cover,aluminium body
With Flush Tempered Glass
IP Rating:IP67


Adjustable Inground Light


LD51827 LD51828


  Model Power LED Type Voltage Beam Angle Lumen CCT Ra


  LD51827 3W COB DC12V 20°Tilt 270-300lm 3000K/4000K/6000K ≥80


LD51828 5W COB DC12V 30°Tilt 400-450lm 3000K/4000K/6000K ≥80
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Cutout without CanisterCutout with Canister


Material:Stainless steel marine grade cover,aluminium body
With Flush Tempered Glass
Input Voltage:AC230V / DC12V
Lamper Holder:1×GU10 35W Max / 1×MR16 20W Max 
Not supplied with led lamps
IP Rating:IP67


Description


Cutout without Canister Cutout without CanisterCutout with Canister Cutout with Canister
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5655


Material:Stainless steel marine grade cover,aluminium body
With Flush Tempered Glass
IP Rating:IP67


Adjustable Inground Light


LD51827 LD51828


  Model Power LED Type Voltage Beam Angle Lumen CCT Ra


  LD51827 3W COB DC12V 20°Tilt 270-300lm 3000K/4000K/6000K ≥80


LD51828 5W COB DC12V 30°Tilt 400-450lm 3000K/4000K/6000K ≥80


LD51801LD51701
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Cutout without CanisterCutout with Canister


Material:Stainless steel marine grade cover,aluminium body
With Flush Tempered Glass
Input Voltage:AC230V / DC12V
Lamper Holder:1×GU10 35W Max / 1×MR16 20W Max 
Not supplied with led lamps
IP Rating:IP67


Description


Cutout without Canister Cutout without CanisterCutout with Canister Cutout with Canister
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Material:Stainless steel marine grade cover,aluminium body
Flush Tempered glass, with reflector inside
IP Rating:IP67


Description


LD51832


LD51833


LD51831


LD51834 LD51835


Model Power LED Type Voltage Beam Angle Lumen CCT Ra


LD51831 7W COB DC12V 120° 550-650lm 3000K/4000K/6000K ≥80


LD51832 10W COB DC12V 120° 800-900lm 3000K/4000K/6000K ≥80


LD51833 20W COB DC12V 120° 1600-1800lm 3000K/4000K/6000K ≥80


LD51834 30W COB DC12V 60° 2400-2600lm 3000K/4000K/6000K ≥80


LD51835 30W COB DC12V 120° 2400-2600lm 3000K/4000K/6000K ≥80
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INGROUND 
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Cutout without Canister


Cutout without Canister


Cutout with Canister


Cutout with Canister


Cutout without Canister


Cutout without Canister


Cutout without Canister


Cutout with Canister


Cutout with Canister


Cutout with Canister


INGROUND LIGHT


High Efficiency,energy saving ,Long lifetime,Bring better life for family.
Professional quality first-class, do allow customers.
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Material:Stainless steel marine grade cover,aluminium body
Flush Tempered glass, with reflector inside
IP Rating:IP67


Description


LD51832


LD51833


LD51831


LD51834 LD51835


Model Power LED Type Voltage Beam Angle Lumen CCT Ra


LD51831 7W COB DC12V 120° 550-650lm 3000K/4000K/6000K ≥80


LD51832 10W COB DC12V 120° 800-900lm 3000K/4000K/6000K ≥80


LD51833 20W COB DC12V 120° 1600-1800lm 3000K/4000K/6000K ≥80


LD51834 30W COB DC12V 60° 2400-2600lm 3000K/4000K/6000K ≥80


LD51835 30W COB DC12V 120° 2400-2600lm 3000K/4000K/6000K ≥80
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INGROUND LIGHT


High Efficiency,energy saving ,Long lifetime,Bring better life for family.
Professional quality first-class, do allow customers.
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LD52892 LD52896LD52891


LD51842LD51841


LD51843 LD51845


Material:Stainless steel  marine grade cover,aluminium body
Flush Tempered glass, with optical lens inside
IP Rating:IP67


Description
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Material:Stainless steel marine grade cover 
Flush Tempered glass, with optical lens inside                                                                                                                              
IP Rating:IP67


Mini recessed in-ground/step light
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INGROUND LIGHT INGROUND LIGHT


Model Power LED Type Voltage Beam Angle Lumen CCT Ra


LD52891 1W High Power DC12V 30° 80-90lm 3000K/4000K/6000K ≥80


LD52892 1W High Power DC12V 30° 80-90lm 3000K/4000K/6000K ≥80


LD52896 1W High Power DC12V 30° 80-90lm 3000K/4000K/6000K ≥80


Model Power LED Type Voltage Beam Angle Lumen CCT Ra


LD51841 3W High Power DC12V 60° 250-300lm 3000K/4000K/6000K ≥80


LD51842 5W High Power DC12V 60° 400-450lm 3000K/4000K/6000K ≥80


LD51843 12W High Power DC12V 60° 950-1100lm 3000K/4000K/6000K ≥80


LD51845 15W High Power DC12V 60° 1200-1350lm 3000K/4000K/6000K ≥80
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LD52892 LD52896LD52891


LD51842LD51841


LD51843 LD51845


Material:Stainless steel  marine grade cover,aluminium body
Flush Tempered glass, with optical lens inside
IP Rating:IP67


Description
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Material:Stainless steel marine grade cover 
Flush Tempered glass, with optical lens inside                                                                                                                              
IP Rating:IP67


Mini recessed in-ground/step light
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INGROUND LIGHT INGROUND LIGHT


Model Power LED Type Voltage Beam Angle Lumen CCT Ra


LD52891 1W High Power DC12V 30° 80-90lm 3000K/4000K/6000K ≥80


LD52892 1W High Power DC12V 30° 80-90lm 3000K/4000K/6000K ≥80


LD52896 1W High Power DC12V 30° 80-90lm 3000K/4000K/6000K ≥80


Model Power LED Type Voltage Beam Angle Lumen CCT Ra


LD51841 3W High Power DC12V 60° 250-300lm 3000K/4000K/6000K ≥80


LD51842 5W High Power DC12V 60° 400-450lm 3000K/4000K/6000K ≥80


LD51843 12W High Power DC12V 60° 950-1100lm 3000K/4000K/6000K ≥80


LD51845 15W High Power DC12V 60° 1200-1350lm 3000K/4000K/6000K ≥80
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LD51907


LD51908 LD51909


LD51906


Material:Stainless steel marine grade 
cover and body     
Flush Tempered glass
Input Voltage:DC12V
Lamper Holder:1×MR16 20W Max
Not supplied with led lamps
IP Rating:IP65


Stainless Steel Single Step Light 


High efficiency,Energy saving,Long lifetime span,Professional 
first class quality.


LED BULB


INGROUND LIGHT
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LD51907


LD51908 LD51909


LD51906


Material:Stainless steel marine grade 
cover and body     
Flush Tempered glass
Input Voltage:DC12V
Lamper Holder:1×MR16 20W Max
Not supplied with led lamps
IP Rating:IP65


Stainless Steel Single Step Light 


High efficiency,Energy saving,Long lifetime span,Professional 
first class quality.


LED BULB


INGROUND LIGHT
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ESG5209 ESG5210


ESG5108


LED BULB LED BULB


6463


ESG5907 / ESG5909 ESG5912


ESG5915 ESG5715


ESG5107


Model Power Base Voltage Lumen CCT Ra PF Dimension LifeSpan


ESG5107 6W E14 AC220-240V 550lm 3000K/4000K/6000K ≥80 >0.5 37×100mm 25000hrs


ESG5108 6W E27 AC220-240V 550lm 3000K/4000K/6000K ≥80 >0.5 37×100mm 25000hrs


ESG5209 6W E14 AC220-240V 550lm 3000K/4000K/6000K ≥80 >0.5 45×80mm 25000hrs


ESG5210 6W E27 AC220-240V 550lm 3000K/4000K/6000K ≥80 >0.5 45×78mm 25000hrs


Model Power Voltage Lumen CCT Ra PF Dimension LifeSpan


ESG5907 7W AC220-240V 650lm 3000K/4000K/6000K ≥80 >0.5 60×112mm 25000hrs


ESG5909 9W AC220-240V 806lm 3000K/4000K/6000K ≥80 >0.5 60×112mm 25000hrs


ESG5912 12W AC220-240V 1050lm 3000K/4000K/6000K ≥80 >0.5 60×120mm 25000hrs


ESG5915 15W AC220-240V 1350lm 3000K/4000K/6000K ≥80 >0.5 70×130mm 25000hrs


ESG5715 15W AC220-240V 1350lm 3000K/4000K/6000K ≥80 >0.5 95×138mm 25000hrs


100mm


φ37mm


100mm


φ37mm


80mm


φ45mm


80mm


φ45mm


Material:Plastic outside, thin aluminum inside, with frosted PC cover
Efficacy:save energy 80% than primary bulbs
Working temperature:-20℃ ~50℃
No ultraviolet & infrared light emission
Direct replacement to incandescent / halogen lamp, easy for installation


Description
Material:Plastic outside, thin aluminum inside
Efficacy:save energy 80% than primary bulbs
Working temperature:-20℃ ~50℃
No ultraviolet & infrared light emission
Direct replacement to incandescent / halogen lamp, 
easy for installation


Description
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ESG5209 ESG5210


ESG5108


LED BULB LED BULB


6463


ESG5907 / ESG5909 ESG5912


ESG5915 ESG5715


ESG5107


Model Power Base Voltage Lumen CCT Ra PF Dimension LifeSpan


ESG5107 6W E14 AC220-240V 550lm 3000K/4000K/6000K ≥80 >0.5 37×100mm 25000hrs


ESG5108 6W E27 AC220-240V 550lm 3000K/4000K/6000K ≥80 >0.5 37×100mm 25000hrs


ESG5209 6W E14 AC220-240V 550lm 3000K/4000K/6000K ≥80 >0.5 45×80mm 25000hrs


ESG5210 6W E27 AC220-240V 550lm 3000K/4000K/6000K ≥80 >0.5 45×78mm 25000hrs


Model Power Voltage Lumen CCT Ra PF Dimension LifeSpan


ESG5907 7W AC220-240V 650lm 3000K/4000K/6000K ≥80 >0.5 60×112mm 25000hrs


ESG5909 9W AC220-240V 806lm 3000K/4000K/6000K ≥80 >0.5 60×112mm 25000hrs


ESG5912 12W AC220-240V 1050lm 3000K/4000K/6000K ≥80 >0.5 60×120mm 25000hrs


ESG5915 15W AC220-240V 1350lm 3000K/4000K/6000K ≥80 >0.5 70×130mm 25000hrs


ESG5715 15W AC220-240V 1350lm 3000K/4000K/6000K ≥80 >0.5 95×138mm 25000hrs


100mm


φ37mm


100mm


φ37mm


80mm


φ45mm


80mm


φ45mm


Material:Plastic outside, thin aluminum inside, with frosted PC cover
Efficacy:save energy 80% than primary bulbs
Working temperature:-20℃ ~50℃
No ultraviolet & infrared light emission
Direct replacement to incandescent / halogen lamp, easy for installation


Description
Material:Plastic outside, thin aluminum inside
Efficacy:save energy 80% than primary bulbs
Working temperature:-20℃ ~50℃
No ultraviolet & infrared light emission
Direct replacement to incandescent / halogen lamp, 
easy for installation


Description
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MORE PRODUCTS......


6665


Material:Plastic outside, thin aluminum inside, with frosted PC cover
Efficacy: save energy 80% than primary bulbs
Working temperature:-20℃ ~50℃
No ultraviolet & infrared light emission
Direct replacement to incandescent / halogen lamp, easy for installation


Description


ESS2121A ESS2121B


  Model Power Base LED type Voltage Lumen CCT PF Dimension LifeSpan


ESS2121A 6W GU10 SMD2835 AC220-240V 520lm 3000K/4000K/6000K >0.5 50×54mm 25000hrs


ESS2121B 6W MR16 SMD2835 AC/DC12V 520lm 3000K/4000K/6000K / 50×52mm 25000hrs
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www.ledlightings.cn
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MORE PRODUCTS......


6665


Material:Plastic outside, thin aluminum inside, with frosted PC cover
Efficacy: save energy 80% than primary bulbs
Working temperature:-20℃ ~50℃
No ultraviolet & infrared light emission
Direct replacement to incandescent / halogen lamp, easy for installation


Description


ESS2121A ESS2121B


  Model Power Base LED type Voltage Lumen CCT PF Dimension LifeSpan


ESS2121A 6W GU10 SMD2835 AC220-240V 520lm 3000K/4000K/6000K >0.5 50×54mm 25000hrs


ESS2121B 6W MR16 SMD2835 AC/DC12V 520lm 3000K/4000K/6000K / 50×52mm 25000hrs
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φ50mm


45mm


LED BULB RoHS
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